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PLAN

Nofes:
The strip seal shall be made continuous and shall have a minimum thickness
of 4" The configuration of the strip seal shall match the configuration of the
Locking Edge Ralls. Open or “webbed" sirip seal gland configurations are not
permitted. The glond shall be sized for a moximum rated movement of 4 inches.
The helght and thickness of the Locking Edge Rails shown are minimum
dimensions. The actual configuration of the Locking Edge Rails and matc

not be allowed. Locking Edge Rails may be spliced af slope discontinuities
and stage construction joints.

The manufacturer’s recommended installation methods shall be followed.

The joint opening and deck dimensions deiadlled on the superstructure
based on a rofled r jon joint. If the Contractor elects to
welded rall expansion joint, the opening and deck dimensions shalf
according to the dimensions defailed on this sheel. Required modifications
shall be made al nc additional cost fo the State.

All steel components shall be qalvanized affer fabrication gecording to
Article 520.03 of the Standard Specifications.

Top_of locking
/ edge rail

/

- Top of sidewalk

/ e
30 // Tap of deck / 7 / or median
N S/ : ; L
= ° £ .t N5 3N S —— e
L o i I I
| / —
N N T ! ‘V% ° °
o D WY . - 2 3
& . .
J N
I T e N il
=2 i[—/Z:]/Z/,
AT PARAPET AT SIDEWALK OR MEDIAN
Shorter plates with g singie row of studs
ANCHOR E at 127 ¢fs. may be nccc&scjr)/ on medians

(for welded rail)

SECTION A-A

POINT BLOCK DETAILS

(for skews > 30°)

which are shallower than 27, See
manufacturer’s recommendation.

TYPICAL END TREATMENTS

S 9 x 67 Studs

y,
N ; By N S
/; .
. T F1 Piate - BILL OF MATERIAL
) ,/ oy Item Unit Total
ummm—— x Preformed Joint Strip Sedl Foot 143.0
S
30

benesch

PREFORMED JOINT STRIP SEAL

STRUCTURE NO. 022-0097

F.AL TOTAL | SHEET
glfredbensesch&co;npqny SHEET NO. 7 RTE. SECTION COUNTY SHEETS ND.
ngineers + Surveyors - Planners .

208 Norh Wi fvnce, i 2400 29042 2231, 1-1, 2&3)RS-T DUPAGE 546 | 306
312-565.0450 Job No. 10060 g SHEETS CONTRACT NO. 60G51
FED. ROAD DIST. NO. }ILLINOIS‘ FED. AID PROJECT

x:\10000s\10058\engineering.documents_contract_1\SN_B22_0097_B096_IL_83\0@7-6BG51-807-Stripseal.dgn

18:03:05

1INI2\208829




